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Statistical Methods for Combining
Information: Stryker Family of Vehicles
Reliability Case Study

REBECCA M. DICKINSON, LAURA J. FREEMAN, and BRUCE A. SIMPSON
Institute for Defense Analyses, Alexandria, Virginia

ALYSON G. WILSON

North Carolina State University, Raleigh, North Carolina

Problem: Reliability is an essential element in assessing the operational suitability of Department of
Defense weapon systems. Reliability takes a prominent role in both the design and analysis of operational
tests. In the current era of reduced budgets and increased reliability requirements, it is challenging to verify
reliability requirements in a single test. Furthermore, all available data should be considered in order to
ensure evaluations provide the most appropriate analysis of the system'’s reliability.

Approach: This paper describes the benefits of using parametric statistical models to combine infor-
mation across multiple testing events. Both frequentist and Bayesian inference techniques are employed
and they are compared and contrasted to illustrate different statistical methods for combining information.
We apply these methods to data collected during the developmental and operational test phases for the
Stryker family of vehicles.

Results: We show that, when we combine the available information across two test phases for the
Stryker family of vehicles, reliability estimates are more accurate and precise than those reported previously
using traditional methods that use only operational test data in their reliability assessments.

Key Words: Combining Information; Defense Acquisition; Exponential Distribution; Reliability; Weibull
Distribution.
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looked at collectively, may paint a different picture
from what emerges when those data are analyzed
in isolation. Most statistical analysis methodologies,
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however, focus on methods for one sample of data.
The medical field has pioneered meta-analysis, which
is typically associated with studies in which several
clinical trials are combined into a single analysis.

In the Department of Defense (DoD), data are of-
ten collected over several phases of tests. A primary
initiative across the DoD testing and evaluation com-
munity has been to integrate testing through collab-
orative test planning and execution among all test
agencies, resulting in data that can be shared by all.
However, no one has yet capitalized on the knowl-
edge that can be gained when one properly combines
information across all of these test venues. Anderson-
Cook (2009) highlights these potential gains, stat-
ing, “if we have multiple datasets that are individ-
ually insufficient to answer the question of interest,
then combining them and incorporating engineering
or scientific understanding of the process should al-
low us to extract more from that collection of data
compared to just looking at the pieces alone”. There
are many challenges that have limited the use of all
test data, including limitations on data sharing, stark
differences in how tests are conducted between test
phases, and differences in the types of data collected
by test phase. Reliability, however, has been a high
priority in the testing of military systems for several
years now. This emphasis has resulted in increased
attention to capturing reliability data consistently
across all stages of testing.

Reliability is the probability that a system will
perform its intended function under appropriate op-
erating conditions for a specified period of time. It is
an essential component in the assessment of the op-
erational suitability of many major defense systems;
our armed forces need weapon systems that are avail-
able for combat when needed, reliable enough to ac-
complish their missions, operable by service person-
nel, and have a reasonable logistics burden. The cur-
rent analyses employed by Director, Operational Test
& Evaluation (DOT&E) and many of the services’
operational test agencies use only operational test
data in assessing operational reliability. Operational
test data are collected under a limited set of test
conditions—specifically, under conditions that repli-
cate, as much as possible, actual “in the field” use.
Using only OT data ensures that the results will be
representative of the reliability under “in the field”
conditions, but, in doing so we are discarding valu-
able information from previous testing on system re-
liability.

The National Academies Press has published a se-
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ries of studies conducted by the National Research
Council (NRC) through the Committee on National
Statistics on defense acquisition, testing, and eval-
uation of defense systems. These reports are in di-
rect response to requests made by the DoD and in-
clude the following titles: Statistics, Testing, and De-
fense Acquisition New Approaches and Methodologi-
cal Improvements (1998); Improved Operational Test-
ing and Evaluation: Better Measurement and Test
Design for the Interim Brigade Combat Team with
Stryker Vehicles, Phase I Report (2003); Improved
Operational Testing and Evaluation and Methods of
Combining Test Information for the Stryker Family
of Vehicles and Related Army Systems: Phase II Re-
port (2004); Testing of Defense Systems in an Evo-
lutionary Acquisition Environment (2006); and In-
dustrial Methods for the Effective Development and
Testing of Defense Systems (2012). These reports
have repeatedly encouraged the use of all relevant
information in both the design and evaluation of op-
erational tests. They stress that state-of-the-art sta-
tistical methods for combining information should be
used when appropriate to make testing and the asso-
ciated evaluations as cost efficient as possible (NRC
(1998)). Additionally, they note that the use of all
relevant information can improve test design and es-
timation (NRC (2004)). In combining information,
not only are the estimates likely to be more accurate,
but their uncertainty will also be estimated more pre-
cisely.

The 2004 NRC report focuses specifically on com-
bining test information for the Stryker family of ve-
hicles (FOV). However, their recommendations are
general and broadly relevant. The panel highlights
that, “experience with the Stryker/SBCT test and
evaluation shows that operational testing alone of-
ten does not include enough data to permit defini-
tive conclusions. It is therefore necessary to also use
data from developmental testing, training, and field
experience of the given system and of related sys-
tems”. This case study provides the data and de-
tailed methodologies necessary to implement part of
the 2004 NAP recommendations.

The purpose of this case study is to demonstrate
a proof of concept. We explore both frequentist and
Bayesian inference techniques to combine informa-
tion through the use of formal statistical models for
the Stryker FOV from two test phases: the devel-
opmental test (DT) phase and the operational test
(OT) phase. The remainder of this case study is orga-
nized as follows. First, we provide an overview of the
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defense acquisition process, highlighting testing that
occurs within each phase. Then we provide an intro-
duction to the Stryker FOV. In the data collection
section, we describe the DT and OT data that were
used in the analysis, along with more specific details
regarding the differences between DT and OT for
this specific testing of the Stryker FOV. In the Anal-
ysis and Interpretation section, we start by illustrat-
ing the current reliability analysis that is widely em-
ployed by DoD and uses only OT data in its assess-
ment of a Stryker vehicle’s reliability. This is followed
by a discussion of both the frequentist and Bayesian
inference techniques that were used to combine DT
and OT information through the use of a parametric
model. The results of these analyses are then com-
pared and interpreted. We show that one can improve
on current DoD reliability analyses by incorporating
information from both DT and OT testing.

1.1. The Defense Acquisition System

The primary objective of the DoD acquisition pro-
cess is to obtain quality weapon systems that meet an
operational need in a cost-effective and timely man-
ner. From initial concept to deployment, the procure-
ment of a major weapon system follows a series of
event-based decision points and milestone reviews.
This process is formally referred to as the Defense
Acquisition System and is the management process
by which DoD develops and buys weapons and other
systems. At each milestone, a set of specific criteria
must be met for entry into a new program phase to
be authorized. There are three milestones:

e Milestone A: entry into technology develop-
ment.

e Milestone B: entry into engineering and manu-
facturing development

e Milestone C: entry into production and deploy-
ment.

Testing and evaluation play an extremely impor-
tant part throughout this acquisition process. The
two broad types of testing used are developmental
testing and operational testing. In a developmental
test, the primary purpose is to verify that the sys-
tem meets its specifications. Developmental testing
and evaluation are done throughout the system’s life
cycle, from program initiation through system sus-
tainment and includes component testing, modeling
and simulation, and engineering-systems testing of
a more complete system. This testing can occur as
contractor testing, government testing, or a mixture
of both, and it is usually carried out in a more con-
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trolled environment than a combat scenario used in
operational testing. This testing can last years and
the design of the system itself may change multiple
times during this period. Developmental testing and
evaluation are used to support the low rate initial
production decision at milestone C.

Operational testing follows the low-rate initial
production of the system. In an operational test,
production representative systems are tested by end
user (DoD civilian) or real user (soldier) test teams
in an operationally realistic environment. The pri-
mary purpose of the OT is to determine whether
the system is operationally effective and suitable for
its intended use before full-rate production is ap-
proved and contracts are awarded. The duration of
these tests is typically much shorter than in the DT
phase because of the limited purpose of the test-
ing and considerable cost of conducting operational
tests. In order to be operationally suitable, a sys-
tem must be available for combat when needed, reli-
able enough to accomplish its intended mission in its
anticipated environment, operate satisfactorily with
service personnel and with other systems, and not
impose an undue logistics burden in peacetime or
wartime. Three of the primary components used to
assess a system’s suitability are reliability, availabil-
ity, and maintainability. The operational effective-
ness of a system refers to its capability to perform its
mission in the operational environment in the face of
an expected threat.

1.2. The Stryker Family of Vehicles

The Stryker is a family of wheeled armored com-
bat vehicles built for the U.S. Army. The family of
vehicles (FOV) includes 10 separate system config-
urations, with two main versions of the vehicle un-
der which these 10 systems can be organized: the
Infantry Carrier Vehicle (ICV), which is pictured in
Figure 1 and the Mobile Gun System (MGS). This
case study focuses on the ICV, which provides pro-
tected transport and supporting fire for its two-man
crew and squad of nine infantry soldiers.

The ICV serves as the base vehicle for the eight re-
maining system configurations. These vehicles share
a common chassis and are then outfitted with ad-
ditional components that are specific to the mis-
sion and purpose of each vehicle. The additional
eight configurations are the Antitank Guided Mis-
sile Vehicle (ATGMV), Commander’s Vehicle (CV),
Engineer Squad Vehicle (ESV), Fire Support Vehi-
cle (FSV), Medical Evacuation Vehicle (MEV), Mor-
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FIGURE 1. The Infantry Carrier Vehicle (ICV) Serves as
the Base Vehicle for Eight Additional System Configura-
tions. Source: Program Manager, Stryker Brigade Combat

Team.

tar Carrier Vehicle (MCV), Reconnaissance Vehicle
(RV) and the Nuclear, Biological, and Chemical Re-
connaissance Vehicle (NBC RV). The NBC RV was
excluded from this case study because it was on a
different acquisition timeline and therefore does not
have data from the same tests as the other variants.
Each of the ICV variants is outfitted with special-
ized equipment to accomplish the particular mission
of the vehicle. For example, the ESV provides the
ability to clear obstacles, including both surface and
subsurface mines, generate smoke, and mark lanes for
safe passage. To accomplish its mission, this vehicle
is outfitted with a surface mine plow, a lightweight
mine roller, a counter-mine magnetic signature du-
plicator system, and a trailer with a lane-marking
system and either a mine-clearing line charge or a
multiple delivery mine system.

The reliability requirement for the Stryker is based
on the mean number of miles between failures. In
general, a failure can be defined as an event in which
an item or part of an item does not perform as in-
tended. The Army Failure Definition Scoring Criteria
(FDSC) describes four essential functions that the
Stryker must be capable of performing. It must be
able to move, shoot, communicate, and survive. Each
of these four essential functions has a specific defini-
tion of what it means to satisfy the requirement. The
FDSC categorizes the severity of failures into three
levels: System Aborts, Essential Function Failures,
and Non-Essential Function Failures. These failure
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types are further defined by the FDSC as follows:

e System Abort (SA)—A failure that results in
the loss or degradation of an essential function
that renders the system unable to enter service
or causes immediate removal from service.

e Essential Function Failure (EFF)—A failure
that results in loss or degradation of an es-
sential function. By definition all SAs are also
EFFs.

e Non-Essential Function Failure (NEFF)—An
event that does not result in the degradation
of an essential function or can be deferred to
the next maintenance period.

A system abort occurs when the system is de-
graded by the loss of one or more systems such that
it cannot complete the assigned mission. An EFF oc-
curs when an essential function is lost, but it is not
required to complete the specific mission at hand.
The Army reliability requirement for the Stryker is
that the vehicle have a mean of at least 1,000 miles
between SAs.

In this case study, we focus on SA failures, as this
allows for a direct comparison between current DoD
analysis and an analysis that combines information
across multiple phases. Future analyses might also
usedata on EFFs and NEFFs, which would undoubt-
edly provide more information about system reliabil-
ity.

2. Data Collection

The data used in this case study come from the
Stryker FOV developmental and operational testing
in 2003. There are several differences between DT
and OT that should result in practical differences in
their reliability estimates. The road conditions, ve-
hicle drivers, and individual mission durations var-
ied between DT and OT. Additionally, the DT test-
ing spanned a much longer time period than OT.
Most importantly, the operators in OT were field-
representative operators, and the test was limited
to 2 weeks. Because of these differences, we expect
differences in the reliability estimates from DT and
OT. Robinson and Dietrich (1989) and Erkanli et al.
(1998) suggest that system reliability will increase
from phase to phase under the assumption that en-
gineering modifications being made to the system on
the discovery of a failure will improve the system.
This is not often the case in operational testing; in
a typical vehicle program, degradations in reliability
between 20 and 50 percent have been observed due
to the operational nature of the test.

www.asq.org
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TABLE 1. Stryker 2003 Data Summary by Vehicle Variant and Test Phase

Developmental Test Operational Test

Vehicle Total Test System Right Total Test System Right
Variant Miles Assets Aborts Censored Miles Assets Aborts Censored
ATGMV 30086 1 17 1 10334 9 12 9
CvV 24160 2 11 2 8494 6 1 6
ESV 25095 2 35 2 3771 3 13 3
FSV 24385 2 11 2 2306 2 1 2
ICV 61623 3 39 3 29982 25 35 23
MCV 3702 1 7 1 4521 4 4 4
MEV — 0 — — 1967 2 0 2
RV 23742 2 11 1 5374 4 2 3
Total 192793 13 131 12 66749 55 68 52

Table 1 provides a summary of the Stryker FOV
reliability data by test phase and vehicle variant. In-
cluded in this table are the total number of miles
driven, number of test assets (vehicles) of each vari-
ant, the number of SAs, and the number of right-
censored observations. Of the 263 observations re-
corded, 199 of these were SA failures (131 SAs in DT
and 68 SAs in OT) and the remaining 64 observations
were right censored (12 in DT and 52 in OT). The
complete data set is available at http: //www.asq.org/

pub/jqt/.

Developmental Testing

Type I (time-based) right censoring occurs when
the testing of the vehicle was terminated before an
SA was observed. As can be seen in Table 1 and Fig-
ure 2, there was a higher rate of censoring in OT
because of the limited test time and larger numbers
of test assets. This higher rate of censoring also af-
fects the spread of this data; there is more variability
in the DT failure distances than there is in the OT
failure distances.

A limitation in the data is that there are nine in-

Operational Testing
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FIGURE 2. Scatter Plot of the Stryker 2003 Data Grouped by Test Phase and Vehicle Variant.
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TABLE 2. Stryker Reliability by Vehicle Variant in Operational Testing

Vehicle Total Test System MMBSA MMBSA
Variant Miles Assets Aborts MMBSA 95% LCL 95% UCL
ATGMV 10334 9 12 861 493 1667
CvV 8494 6 1 8494 1525 335495
ESV 3771 3 13 290 170 545
FSV 2306 2 1 2306 414 91082
ICV 29982 25 35 857 616 1230
MC 4521 4 4 1130 441 4148
MEV 1967 2 0 — 657 —
RV 5374 4 2 2687 743 22187
Total 66749 55 68 982 774 1264

stances in which the vehicle’s SA failure mileage was
recorded as a zero. These nine responses were spread
over the different vehicle variants and the two test
phases and are the result of finding another SA fail-
ure during the repair of a primary SA failure. To ac-
count for these special cases in the data, the testers
recorded two separate entries: the first entry records
the exact mileage for the initial SA that stopped the
vehicle, while the second entry records the discov-
ered SA and uses the response value of zero in the
mileage column. These zero entries can be thought
of as missing observations. This data limitation and
its correction will be discussed in more detail in the
Analysis and Interpretation section.

Note in Table 1 and Figure 2 there are no obser-
vations recorded for the MEV in DT and there are
just two right-censored observations recorded for the
MEV in OT. With no SAs, we are limited in the con-
clusions that we can provide for this vehicle under
the frequentist paradigm. Using Bayesian inference
techniques, however, we can take advantage of the
available information for the other vehicles and their
relationship to each other to better understand the
MEV reliability.

3. Analysis and Interpretation

3.1. The Current DoD Analysis

A standard reliability analysis employed by the
DoD test community considers each test phase (and
each vehicle variant in this case) independently and
uses the exponential distribution to model the miles
(or time) between SAs (Director, Defense Test and
Evaluation (1982)). In an analysis using the expo-
nential distribution, the reliability of the Stryker is
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expressed in terms of the mean number of miles be-
tween an SA (MMBSA) and can be estimated as

Total Miles Driven
# of System Aborts’

An exact two-sided confidence interval for the
MMBSA can be calculated directly by

MMBSA =

I 2T 2T
[MMBSA, MMBSA] = | — = 7
Xay2,2r+2 X1—a/2,2r

where T' is the total number of miles driven and r
is the number of SAs. If there are no SAs recorded
(zero failures), then a one-sided confidence bound for
MMBSA can be calculated. A conservative 100(1 —
a)% one-sided lower confidence bound for MMBSA

is
2T

2
Xa,2r+2

MMBSA =

Table 2 illustrates the results of this analysis us-
ing OT data only. It is very similar to the analysis
that DOT&E provided to Congress, except that we
employ 95% two-sided confidence intervals, DOT&E
used one-sided 80% lower confidence bounds. We will
use these results as reference when comparing the
new methods that consider incorporating informa-
tion across the DT and OT test phases.

Notice that for four of the eight vehicles under
consideration (CV, FSV, MEV, and RV), there are
no more than two SAs in OT. We expect the ben-
efits of combining information will be the greatest
in these cases where only limited OT data are avail-
able. Additionally, the CV vehicle stands out as po-
tentially having an optimistically high MMBSA of
8,494 miles. This is because it was based on six cen-
sored observations and no individual vehicle traveled
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more than 2,000 miles in OT. Considering the sim-
ple exponential estimate of the MMBSA in DT was
less than 2,200 miles, it is highly unlikely that we
would see such a large improvement in the reliability
between late DT and OT because no major changes
were made to the system configuration.

Note that the analysis estimates are valid under a
homogeneous Poisson process for SA failures. When
this is not the case, for example, if there is an increas-
ing failure rate as mileage increases, the MMBSA es-
timates can be biased. Moreover, even if the MMBSA
is reasonable, the variance estimate and therefore the
confidence intervals may be incorrect. For all of these
reasons, the traditional DoD analysis is overly sim-
plistic. We almost never recommend using this sim-
plistic analysis as it is highly unlikely that all of these
assumptions will be satisfied.

3.2. Statistical Models for Combining DT and
OT Data

Instead of considering the DT and OT phases and
the vehicle variants independently of each other, we
ailm to improve on this current reliability analysis
by using parametric statistical models to formally
combine the data and make inference. We begin with
the assumption that the observations, vehicle failure
miles, ¢, follow a known distribution, f(t | 0).

The exponential distribution and the Weibull dis-
tribution are two frequently used distributions for
modeling lifetime data. In the analyses to follow, we
use the Weibull distribution to model the vehicle fail-
ure miles. Because the Weibull distribution is a two-
parameter distribution, it offers more flexibility than
the exponential distribution. However, if we set the
Weibull shape parameter to = 1, all of the analy-
ses reduce to the exponential case and are therefore
comparable to the current analysis results presented
in Table 2.

3.3. A Frequentist Model for Combining DT
and OT Data

A Weibull regression model was used to formally
combine the information from the DT and OT phases
and the information from the individual vehicle vari-
ants. To combine DT and OT data for the Stryker
FOV, we treated test phase as an explanatory vari-
able to be included in the model. All of the vehicle
variants were also included as explanatory variables
in the model so that individual reliability estimates
for each of the vehicles within each test phase could
be estimated. The MEV data were removed from this
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analysis because there were just two right-censored
observations.

Because the Weibull distribution has two parame-
ters, it is possible for both the shape parameter 3 and
the scale parameter 1 to depend on the explanatory
variables (test phase and vehicle variant). It is often
assumed that the shape parameter 3 is constant and
does not depend on the explanatory variables. From
an engineering perspective, this assumption is valid
as long as the failure mechanism is not expected to
change with the different levels of the explanatory
variables. For completeness, however, we considered
two Weibull regression models:

Model 1: Both n and g are functions of test phase
and vehicle variant,

pi = log(1;)
= Yyo0 + Y1 Phase; + 7,20 ATGMV;
+ 13CVi + 74 ESV; + 7,5 FSV;
+ 16ICV; + 7,7 MCV;
log(68;) = vg0 + g1 Phase; + v32ATGMV;
+ 733CV; + v34ESV; + v35FSV;
+ v861CV; 4+ v37:MCV;.

Model 2: Only 7 is a function of test phase and
vehicle variant; § remains constant,

p; = log(m;)
= 7o + 71 Phase; + 2, ATGMV;
+13CV; + 1 ESV; +5FSV;
+ 7610V, + 47 MCV,. (1)

We found neither test phase nor vehicle variant
to have a significant effect on the shape parameter
(. Thus, a common value for 5 seems appropriate
and the expression for the scale parameter 7 given in
Equation (1) was used. Note, too, the common value
for (3 is still estimated from the data. The indicator
variables for test phase and vehicle variants in this
expression were coded as

Phase,; — 1 if ¢; is a DT observation
"7 10 ift; is an OT observation.
ATGMV; = { 1 if¢; is an ATGMYV observation
0 otherwise.

MCVi.: { 1 ift;is an MCYV observation
0 otherwise.

The Reconnaissance Vehicle serves as the vehicle
reference group. Maximum likelihood estimation is

Vol. 47, No. 4, October 2015
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used to estimate the Equation (1) regression coeffi-
cients and the constant shape parameter 3. The total
likelihood to be maximized is (from Meeker and Es-
cobar (1998))

L(’}/Ou’yla"'v’yﬁ/@ | t)

i=1
d;
eri[a () (-3
=C — = exp|— [ —
11;[1 M\ T

[ (@)

where 7); is replaced by the expression given in Equa-
tion (1), C is a constant dependent on the sampling
scheme but not dependent on the unknown parame-
ters and for simplicity can be set to C' = 1, f(t;) is
the Weibull pdf, F(t;) is Weibull cdf, and the indi-
cator ¢; is defined by

5 — {0 if ¢; is a right censored observation
! 1 otherwise.

For this regression model, while the regression coeffi-
cients v9,71,-- -, and y; are important, the quan-
tities we are most interested in interpreting are the
mean miles between a system abort (MMBSA) for
each of the Stryker vehicle variants so that compar-
isons with the requirement can be made. For the
Weibull distribution, the maximum likelihood esti-
mate for MMBSA is

MMBSA = 7 {r <1+;>} .

The MMBSA estimates for each vehicle variant in
both the DT and OT phases can be calculated
by replacing 7 with its estimated expression given
in Equation (1). For example, to estimate the OT
MMBSA for the Stryker ICV, the scalar function is

— . N 1
MMBSAOT,ICV = exp(’yo + 76)1“ (1 =+ E) .

Because these MMBSA estimates are functions of
both 3 and the regression coefficients o, 71, - - ., 7,
~v7, the multivariate delta method can be used to
calculate their standard errors, making inference on
the MMBSA for each of the vehicle variants possi-
ble. Meeker and Escobar (1998, p. 619) provide the
necessary details needed to calculate the standard er-
rors using the multivariate delta method. Using these
standard errors, a 100(1 — «)% Wald confidence in-
terval for each vehicle’s MMBSA reliability estimates
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can also be constructed (see Meeker and Escobar
(1998), pp. 627-628).

3.4. A Bayesian Model for Combining DT and
OT Data

One of the main attractions of using a Bayesian
approach is that it provides a formal procedure for
combining multiple sources and types of information.
Even when multiple types of information are being
used (e.g., component-level data, system-level data,
and subject-matter expertise), system reliability es-
timates can still be obtained through a single anal-
ysis. Much of the Bayesian reliability literature fo-
cuses on combining information for complex systems
where it is not always possible to conduct many full
system tests due to cost, practicality, and permis-
sibility. Anderson-Cook et al. (2007) show this to
be especially true in the assessment of the reliabil-
ity of the stockpile of nuclear weapons. Hamada et
al. (2004), Graves et al. (2010), and Wilson et al.
(2011) all consider methods that allow for the com-
bination of component-level data or data from other
variants of the system that can be incorporated into
the system-level analysis. Bayesian hierarchical mod-
eling provides a rigorous way to combine information
from multiple sources and different types of informa-
tion. Johnson et al. (2003) and Reese et al. (2011)
show how one can use Bayesian hierarchical models
to integrate component, subsystem, and system data,
along with prior expert opinion, to assess the reliabil-
ity of a complex system. Anderson-Cook (2009) looks
at both the opportunities and issues in data combina-
tion while Wilson et al. (2006) addresses some of the
advances in data combination; both provide helpful
examples.

We employ a Bayesian hierarchical model frame-
work to formally combine DT and OT data for the
Stryker FOV. The following model specification was
used to model the failure miles, ¢

tpt ~ Weibull(n;, 8)

toT ~ Weibull(énj, ﬂ), ] =1, 2, ceey 8. (2)

A multiplicative model structure was chosen specif-
ically because it is analogous to the Weibull regres-
sion model defined in Equation (1). It is comparable
because of the parameterization that is used in the
Weibull regression model expression for the scale pa-
rameter, u = log(n), where the difference between
the OT and DT phases for a vehicle variant is

TIOT,variant )

HOT,variant — DT variant — 1Og (
TIDT,variant
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Expressing this difference then, in terms of the scale
parameter 7, gives
TIOT,variant

= eXp(MOTNariant - MDT,Variant)
77DT,variant

= exp(—1)-

In the Bayesian multiplicative model, the shift in
the scale parameter 7 from the DT to OT phase is
represented by d. Like the Weibull regression model,
the model given in Equation (2) assumes a common
shape parameter 3. By indexing 7, we are also allow-
ing for the reliability estimates to be different for the
eight vehicles but still related because we are assum-
ing the n;’s come from a common distribution. An
immediate advantage to using this type of model is
that a reliability estimate for the MEV can now be
obtained. This estimate is driven by the information
that we have for the seven other vehicles.

We used a hierarchical prior for the parameter n;
specified by the gamma distribution and expressed

as
ban an,—1 — .
77(’[7] | an)bn) = 1_‘(1(71 )nJ e (bnm)_
n

Completing this hierarchical specification for n;, we
assumed that the hyperparameters «,, b, have inde-
pendent prior gamma distributions. A diffuse prior
distribution reflects little prior knowledge and allows
the results to be driven by the data. Specifically, we
used the priors

() ~ gamma(.001,.001)
m(b,) ~ gamma(.001,.001).

The prior variance for these parameters is 1,000.
There is little additional information to inform this
choice. Assuming that n; and 8 are independent, we
used a diffuse gamma prior for 3, expressed as
by’
7(8 | ap = .001,bg = .001) = 3% Le=(bs0),
[(ag)

A diffuse gamma prior was also used for the multi-
plicative shift parameter §. This choice in prior al-
lows for the possibility that the vehicle MMBSA es-
timates could improve when testing moves from the
DT phase to OT phase,

7(§) = gamma(.001,.001).

O’Hagan (2004), Bedford et al. (2006), and Wilson
et al. (2007) discuss how to elicit information from
subject-matter experts.

Inferences for this multiplicative model are made
by using the joint posterior distribution, which is pro-
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portional to the product of likelihood and priors, and
is

f(nl7"'an8a6aa7}7bn75 ‘ t)

where f(t;) is the Weibull pdf, F(¢;) is the Weibull
cdf, and d; is an indicator variable.

To obtain draws from this joint posterior distri-
bution of the model parameters, we implemented a
Metropolis-in-Gibbs algorithm using the program-
ming language R. Gaussian proposal densities were
used for the parameters 3, 1;,  and for the hyperpa-
rameters in the hierarchical specification of n;. Initial
runs were used to determine appropriate standard
deviations for the Gaussian proposal densities. The
Raftery—Lewis diagnostic (Raftery and Lewis (1996))
was used to help in determining the number of iter-
ations needed to adequately estimate the 2.5% and
97.5% quantiles. To determine adequate mixing and
a sufficient burn-in time, we considered trace plots
and auto-correlation. In the end, we based our results
on 1,000,000 draws from the posterior distribution.
This was done to ensure that we were properly ex-
ploring the space because there was significant auto-
correlation between the hyperparameters a,, and b,,.

3.5. Imputing Missing Data

As was mentioned earlier in our discussion of the
data-collection process, nine of the SA failure miles
were recorded as a zero. These responses become an
issue in the analysis of the reliability data when us-
ing parametric models. Many of the commonly used
parametric distributions in reliability analysis, such
as the Weibull distribution, require that the random
variable be positive (¢ > 0). Additionally, we know
that the failure occurred in the range between the
last failure and the current failure under investiga-
tion. At first glance, one might consider using an
interval-censored failure time to account for each of
the zero failures in question. However, because these
are repairable systems, we would double count the
miles in our analysis if we were to use interval cen-
soring without correcting the failure paired with the
failure recorded at zero miles. Therefore, we treated
the zero responses as missing data and used multiple
imputation techniques to impute plausible values for
tmissing t0 complete the dataset. In this case study,
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A missing observation occured in the interval between 0 miles and the SA miles.

| X?

X

SA =250 Miles

A 0 mile failure is replaced with a mileage > 0 and the original SA miles are adjusted.

| X

X

Imputed Value = 110 Miles

FIGURE 3. Correcting for Missing Data.

when imputing new data points to replace the zeros,
we must also correct the initial SA stopping mileage
(the SA that terminated the testing) so as not to in-
correctly duplicate these miles in the total likelihood.
Figure 3 illustrates this concept and the appropriate
mileage correction for the response value to be used
in the total likelihood.

3.6. A Frequentist Solution for Missing Data

Before fitting the Weibull regression model in
Equation (1), we used the method of multiple impu-
tation to generate three complete datasets. Multiple
imputation is a three-step process as follows:

1. Impute: propose plausible values (m sets) for

missing observations

2. Analyze: analyze each of the m complete data
sets

3. Pool: integrate the m analysis results into a fi-
nal result.

Little and Rubin (1987) suggest that 3-5 im-
puted data sets will usually be sufficient. The three
data sets that we used were completed by replac-
ing the tmissing response values with the 20th, 40th,
and 50th percentile values of the observed SA stop-
ping mileage, respectively. For example, if the ob-
served SA stopping mileage was 1,028 miles, the
20th, 40th, and 50th percentile values used to re-
place the recorded zero observations in the three im-
puted datasets are 205.6, 411.2, and 514 miles; the
adjusted values are 822.4, 616.8, and 514 miles. The
20th, 40th, and 50th percentiles were arbitrarily se-
lected after evaluating other percentiles and observ-
ing little sensitivity in the results. Also, because the
imputed value and adjusted value must total the orig-
inal observed SA stopping mileage, we only need to
consider up to the 50th percentile. Once the m com-
plete data sets are created and analyzed individually
using standard Weibull regression methods, we can
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Adjusted Value = 140 Miles

calculate the combined coefficient estimates and a co-
variance matrix for these estimates by averaging the
values across the imputations. We provide support-
ing details in the Appendix.

It is often recommended that a more rigorous ap-
proach be used to impute the data in step one, such
as simulating data from an appropriate probability
distribution. However, becausee we know the range
of values that were possible (i.e., the value must be
less than or equal to the next miles between system
abort), a simpler methodology suffices. This method-
ology eliminates challenges with generating values
outside of the range of appropriate values. Addition-
ally, we should note that, for this data, the parameter
estimates were robust to the imputed values.

3.7. A Bayesian Solution for Missing Data

These missing response values can also be ac-
counted for in the Bayesian analysis. This was done
by making use of the following relationship:

tmissing | 67 Tlphase,variant

~ Truncated-Weibull(3, fphase,variant ) s

where the Weibull distribution is truncated at
the original SA mileage. The parameters [ and
TNphase,variant are the current draws for these param-
eters in kth iteration of the Metropolis algorithm.
More specifically, the value of Nphase,variant iS the cur-
rent value of 1 for the missing observation’s associ-
ated test phase and vehicle variant. New values are
sampled from the updated distribution in each iter-
ation of the Metropolis algorithm and, as illustrated
in Figure 3, its counterpart, the original SA mileage,
is adjusted accordingly.

The truncated-Weibull(3, nphase variant) distribu-
tion was generated using a grid of the possible val-
ues (i.e., all possible values less than the original SA
mileage) simulated from the Weibull(3, nphase, variant )
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FIGURE 4. Left: A Histogram of Simulated Data Following a Weibull(3 = 1.5, 17 = 1000) Distribution. Right: a histogram
of all possible values < SA 800 miles. From this truncated distribution, a value is selected using the Weibull(§ = 1.5, n =

1000) distribution probabilities as weights.

distribution; see Figure 4. From this truncated dis-
tribution, then, a value for tmissing Was sampled us-
ing the Weibull(5, fphase variant) distribution proba-
bilities as weights.

3.8. Results and Comparison of Methods

In this section, we discuss and compare the re-
sults of both the frequentist Weibull regression anal-
ysis and Bayesian analysis. The parameter estimates
for the Weibull regression model described in Equa-
tion (1) are shown in Table 3. These estimates were
obtained using the three imputed data sets. The re-
liability estimates for both DT and OT MMBSA are
included in Table 4, along with 95% Wald confidence
intervals. Note, a frequentist 95% Wald confidence
interval for v; in Table 3 includes zero, indicating it
is possible for OT reliability estimates to be better
than DT reliability estimates and that the test phase
parameter is not necessarily needed in the model. Ex-
cluding this parameter from the model, however, is
naive because, from a subject-matter expert stand-
point, the test phase is known to impact reliability.
Therefore, we decided to keep this in the model. It is
also worth noting that the Weibull shape parameter
is significantly different from one, suggesting that the
traditional DoD exponential assumption is incorrect.

The parameter estimates for the Bayesian model
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given in Equation (2) are shown in Table 5. In this
table, we see that the estimate for the shift parameter
0 = 0.83, but that the 95% credible interval covers
the range (0.53, 1.26), indicating that it is possible
for OT reliability estimates to be better than DT
reliability estimates. For this reason, the histogram
seen in Figure 5 is included to show that the prob-
ability of 6 < 1 (i.e., DT estimates are higher than
OT estimates) is 83%. The results of this Bayesian

TABLE 3. Parameter Estimates for the Weibull Regression
Analysis Using the Average of Three Inputed Data Sets

Model Term Estimate Standard Error
Intercept: o 7.479 0.391
DT Phase: v 0.267 0.207
OT Phase — —
ATGMV: v, —0.452 0.434
CV: 3 0.327 0.520
ESV: 4 —1.460 0.407
FSV: 5 —0.047 0.520
ICV: 4 —0.585 0.393
MCV: v; —0.976 0.536
RV — —
SEV Scale o 1.298 0.076
Weibull Shape (8 0.771 0.045
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TABLE 4. MMBSA Estimates and Wald 95% Confidence Intervals Based on Weibull Regression Analysis

Developmental Test

Operational Test

Vehicle MMBSA 95% Confidence MMBSA 95% Confidence
Variant Estimate Interval Estimate Interval

ATGMV 1714.69 (863.83, 2565.56) 1312.90 (584.01, 2041.79)
CvV 3736.80 (920.35, 6553.29) 2861.18 (556.38, 5165.98)
ESV 625.77 (391.01, 860.54) 479.14 (240.93, 717.35)
FSV 2570.85 (669.98, 4471.71) 1968.43 (342.04, 3594.81)
ICV 1501.16 (982.08, 2020.23) 1149.39 (703.73, 1595.06)
MCV 1015.35 (200.18, 1830.53) 777.43 (159.43, 1395.43)
RV 2694.56 (765.65, 4623.47) 2063.15 (473.47, 3652.83)

analysis can be easily expressed in terms of MMBSA
and are included in Table 6. Notice that this table
now includes an estimate for the MEV.

Figure 6 compares the frequentist Weibull regres-
sion analysis with the Bayesian analysis. Because
we specified the model form of the Weibull scale
parameter in the same manner, we see compara-
ble results between the two analyses. One benefit of
the Bayesian analysis is that we can obtain a point
estimate for the reliability of the MEV, which is
not possible in a frequentist analysis. Additionally,
the Bayesian credible intervals are easier to calcu-
late than the frequentist confidence intervals on the
MMBSA in the sense that they can be quickly pulled
from the Monte Carlo draws in the Bayesian analysis.
While the frequentist analysis is available in many
standard statistical packages, the confidence inter-
vals on the MMBSA are not provided in many pack-
ages and therefore are not trivial to obtain because

TABLE 5. Parameter Estimates from Bayesian Analysis

Model Term Estimate 95% Credible Interval
NATGMV 1542 (933.5, 2456.4)
nev 2662 (1374.3, 5013)
NESV 604 (388.3, 919.5)
NFSv 2103 (1091.1, 3904.5)
mev 1309 (904.6, 1844.4)
cv 1181 (511, 2330.6)
TRy 2127 (1113.5, 3925.7)
IMEV 2543 (763.7, 7188.6)
3 0.74 (0.65, 0.83)

5 0.83 (0.53, 1.26)
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Frequency

one must employ the multivariate delta method or a
bootstrapping methodology.

Figure 7 compares the results of the current DoD
analysis, which includes only data from the OT, with
the frequentist and Bayesian analysis methods de-
scribed in this paper using the exponential distribu-
tion (8 = 1). Here an exponential distribution, while
shown to be not the best fit to the data in the above
analysis, is used to be directly comparable with the
standard DoD analysis. Notice that using a statisti-
cal model to account for changes in test phase and
vehicle variant has a large practical impact on the re-
liability results. Consider, for example, the CV vari-
ant; in operational testing, these vehicles traveled a
total of 8,494 miles with one failure and six censored

8 Estimates

100000 150000 200000

50000
1

0
|

0.5 1.0 1.5 2.0 25

3

FIGURE 5. A Histogram of the Estimates for §, the Mul-
tiplicative Shift Parameter. Note Pr(§ < 1) = 0.83.
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TABLE 6. The MMBSA Estimates and 95% Credible Intervals from the Bayesian Analysis

Developmental test

Operational test

Vehicle MMBSA 95% Confidence MMBSA 95% Confidence
variant estimate interval estimate interval

ATGMV 1872.00 (1136.91, 3008.76) 1541.45 (870.14, 2649.30)
CV 3230.95 (1677.35, 6135.88) 2663.58 (1290.69, 5345.95)
ESV 732.82 (475.45, 1126.41) 607.50 (343.96, 1043.18)
FSV 2551.70 (1330.47, 4769.15) 2114.31 (993.59, 4247.07)
ICV 1587.88 (1107.22, 2254.91) 1302.07 (863.50, 1959.57)
MCV 1434.13 (620.96, 2856.35) 1175.10 (503.99, 2412.21)
RV 2580.49 (1360.34, 4792.85) 2130.08 (1037.61, 4184.73)
MEV 3084.37 (929.24, 8735.19) 2529.22 (751.14, 7245.12)

observations. Recall that no individual CV traveled
more than approximately 2,000 miles during the op-
erational test. Furthermore, the reliability estimate
of the CV in developmental testing was 2,197 mean
miles between failures under the current exponential
approach. Clearly, the estimate of the CV reliability
using a statistical model for the exponential mean
provides a more realistic estimate of the reliability.

The model-based analyses also improve the pre-
cision of the interval estimates (confidence intervals,
credible intervals) of system reliability for the vehi-
cles with a small number of failures (CV, FSV, MEV,
and RV) by leveraging the failure information from

the other variants and developmental testing. Again,
notice that the Bayesian and frequentist model-based
approaches give similar results.

4. Software Recommendations

The frequentist failure time regression analysis
when using a complete dataset can be implemented
in the current version of the JMP software and
Minitab. Additionally, one might consider using the
SAS software or the programming language R, both
of which have built-in functions that can be used to
fit failure-time regression models under various dis-
tributional assumptions and censoring schemes. In

Operational Test MMBSA Estimates
(95% Confidence and Credible Intervals)
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SAS, this can be done by using the PROC LIFEREG
statement; in R it can be done through the command
survreg() found in the library survival. Regardless of
the software decision, one will still need to manually

calculate the point and standard error estimates for
MMBSA.

The Metropolis-in-Gibbs algorithm used in the
Bayesian analysis was implemented using R. Other
software programs that one might consider using to
carry out the Bayesian analysis include the popu-
lar OpenBUGS and the PROC MCMC command in
SAS. Less coding is required when using OpenBUGS
and the PROC MCMC command in SAS, but the
user must still be able to properly specify the cor-
rect likelihood function for the model with the appro-
priately coded censoring scheme (if applicable) and
choose priors for the model parameters. Ultimately,
we decided to use R for this case study. This choice
was due both to the control one has when writing
their own code and the need to impute values for the
missing data and adjust these sampled values and
their counterparts accordingly within the algorithm.
The details of the algorithm we used can be found
in the Appendix and code can be made available on
request.

5. Conclusions and Future Work

This case study on the Stryker FOV presents a
paradigm shift in how the DoD test and evalua-
tion community could analyze reliability data. The
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case study illustrates the advantages of using data
from multiple phases of testing and leveraging data
from systems with common infrastructure. The re-
sults are (1) better estimates of system reliability
(specifically for the CV variant) and (2) more pre-
cise inferences (especially in the cases where only a
small number of failures occurred in OT). However,
there are caveats to these benefits. First, the analy-
ses presented in this paper require an understanding
of many statistical techniques, including reliability
analysis, likelihoods, and missing-data imputation.
While some of the complications (i.e., imputation)
could be removed by better data-collection methods,
the remainder of the analysis is more complex than
the currently employed methods, which can easily be
implemented in Excel.

This case study provides a proof of concept for
using both Weibull regression and Bayesian analysis
methods in reliability analysis when data come from
different testing phases. We purposefully selected a
model with only main effects to ensure a common
shift in the reliability estimate of each individual ve-
hicle from developmental testing to operational test-
ing. This modeling choice was essential to actually
combining information in our models. It might be
reasonable to think that an interaction term would
be beneficial to include, but in fact, doing so results
in a model that is overly sensitive to the vehicles with
a small number of failures failing to truly combine in-
formation and resulting in estimates and confidence
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bounds very similar to the traditional DoD analysis.
In the Bayesian analysis, we elected to use diffuse
priors in this analysis to illustrate the comparability
of frequentist and Bayesian approaches when similar
model choices are made. Further improvements in
reliability estimates might be achieved by leveraging
information from essential function failures (EFFSs)
and nonessential function failures (NEFFs) and us-
ing appropriately selected informative priors.

When combining information, there is no omnibus
solution, as is currently employed in the exponen-
tial analysis for each test phase and variant. Rather,
models need to be carefully considered and evaluated
to ensure that they accurately reflect the data and
the underlying physical processes. In the analysis of
this data, we considered models with additional com-
plexities (e.g., nonconstant shape parameters and in-
teraction effects). In the end, though, when choosing
a model, it is always helpful to remember the words
of George Box (1976), in that “all models are wrong,
but some are useful”. The models presented in this
paper provide very useful insights resulting in signif-
icant departures from the traditional DoD reliability
estimates and confidence bounds.

Finally, the Stryker FOV represents only one type
of system that the DoD must test and evaluate. Case
studies showing the value of combining information
on other types of systems are needed to advance
the effort across the broader DoD test and evalua-
tion community. In this case, we heavily leveraged
the common chassis aspect of the vehicles to support
combining information. This will not be the case in
other systems. However, additional covariates will ex-
ist to provide information about the system reliabil-
ity. In the Stryker FOV example, a closer look at road
conditions, operators, and trip durations may pro-
vide additional information. In the testing aircraft
systems, covariates such as altitude, airspeed, and
maneuvering levels may provide information about
the reliability characteristic that is useful in com-
bining information. Future case studies should care-
fully consider all covariates and modeling decisions
to show a range of options for combining informa-
tion for DoD reliability assessments.

Appendix

Multiple Imputation

After imputing m complete datasets and analyz-
ing each dataset individually, we can calculate com-
bined coefficient estimates and a covariance matrix
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for these coefficient estimates. Suppose that Qi and
Wi are the point and covariance matrix estimates
for a p-dimensional parameter @) for the ith imputed
dataset, ¢« = 1,2,...,m. Then the combined coeffi-
cient estimates for ) from the multiple imputation
is (SAS software documentation for PROC MIANA-
LYZE)

S R
Q:E;Qi.

The covariance matrix that is associated with Q is
calculated as follows:

_ 1
TO:W+<1+—>B,
m

where W is the within-imputation covariance ma-
trix, the average of the m complete-data estimates,

_ 1 .
W:E;Wi,

and B is the between-imputation covariance matrix,

The MCMC Algorithm

It is often more convenient to use the log posterior.
The ratio R becomes the difference between two log
posteriors using the proposed value and the current
parameter value respectively.

Posterior

f(7717"‘7778a/67a777bn76|t)

x H[f(ti)]‘”[l — F(t)) %

() m(B)m(ay)m(by)m(6)

8
=1

X

J

Algorithm

Step 0: Initialize starting values: 17%0), néo)7 ... ,néo),

BO) a%o), b;o), 5. Initialize starting val-
ues for tmissing and adjust the related failure
times:

0
tmissing | ﬁ(O)v néh)ase,variant
~ Weibull(3©, 5 ).

’ nphase,variant
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Step 1: Propose a new value nj from a symmetric
proposal distribution. Calculate the accep-
tance probability,

Fi, o 8®, a6 Wt
f(n%k), A nék)7 B, ag}k)) bg,k), 5(k)t)'

Accept or reject 0y,

o If R > 1, accept the draw 7. Set ngk—&-l) _

-
e If R < 1, accept the draw n7. Set ngkﬂ) =

1y with probability R.

e We do not accept the draw with probabil-
. (k+1) _ (k)
ity 1 — R. Then 7, =m

Now using the value of 77§k+1) in R, repeat

step 1 for each of the remaining parameters
N2y -5 M8, By Gy, by, 0.

Step 2: Input new values for ¢yissing and adjust the
related failure times accordingly,

k
tmissing | 6(k)7 n}()h)ase,variant
~ Truncated-Weibull (5 (k) ).

’ 77phause,variant

Step 3: Repeat Steps 1 and 2 a total of N times.
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